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Operating and Maintenance (Excerpt from the Dometic Owner’s Manual)
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Gas Refrigerators-

e Defrosting

There are two ways to defrost your refrigerator:
1.) Turn the thermostat knob setting to “MIN”
overnight. The next morning, turn the knob to its
original setting. Doing this weekly should be
sufficient to keep the ice off the fins. Remember,
you must turn the thermostat knob to its original
setting or the refrigerator will not cool properly!
2.) Once ice build-up is solid between fins, turn
off the refrigerator, and then remove the ice by
hand. You can use a plastic scraper to remove the
larger chunks. Do not use an ice pick or metal
scraper. The drain pan is not designed to hold the
large amount of water this defrosting method
produces. Drain the drain pan during this process
or sponge away the water.

e Cleaning the Burner
The burner tube is easily cleaned with compressed
air. Air in a Can is another option that works.
Caution: Some Air in a Can is
flammable. Be sure burner flame
is turned off and that the burner
has cooled completely! To clean the
burner, first take a pipe cleaner or
similar brush and brush out the burner tube to
loosen debris. The burner tube does not have any
parts in it, so be sure all dirt is dislodged, then
take Air in a Can and blow the dirt out. Once the
burner is cleaned, the flame will be crisp and
clean. (See illustration #1) If the flame has been
burning dirty for any period of time, be sure to
clean the flue and baffle. (See illustration #2)
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e Cleaning the Flue and Baffle

If soot build-up is present inside the flue pipe, or
if the flame was burning dirty then cleaning is
required. Turn off the gas supply and let the flue
pipe cool. Remove the baffle by unhooking the
baffle wire from the top of the flue tube and pull
up and out. To clean the baffle, take a wire brush
and remove the soot. To clean the flue, take the
flue baffle and run the baffle up and down at least
three times. Be careful not to damage the burner
tube. (See illustration #3)

e Cleaning the Orifice

It is rare that debris will get around the filters
and make it to the orifice. If the flame size is
small, the thermostat and gas supply check out
good, then it is possible the orifice needs to be
cleaned. To remove the orifice, loosen the brass
fitting to the left side of the orifice. Gently move
this to the side. Do NOT kink gas line. Remove
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the brass nut that holds the orifice to the burner
bracket. Clean the orifice by washing in rubbing
alcohol or with high-pressure compressed air. NEVER
force ANY object into the orifice! Changing the orifice
hole by ANY amount will damage your refrigerator
and void your warranty. When reinstalling the orifice,
be sure to line up the orifice so the gas will pass
directly into the burner tube. Check for leaks at the
gas supply line after reconnecting the gas line.

e Transporting Refrigerator

Diamond refrigerators can be transported on their
side. To transport, lay the refrigerator on the burner
side (left side when facing refrigerator). The
refrigerator will not require any additional set-up if
transported this way. The refrigerator can also be
transported standing, providing the refrigerator is
properly strapped.




